Parallel resisftance (R = 2,6 ohm)

20 |Undercarriage

19 |Thermometer pocket

18 |Terminal box for CT exit (200/1A, S5VA, cl.3)

17 |Safety valve without contacts

16 |Rating plate reactor

15 |Porcelain bushing for secondary power circuit 1kV/250A EN50386
14 |Porcelain bushing 12kV/250A EN50180

13 |Plug-In outer cone 24kV/250A [PO0 EN50180 Int. A
12 |Oil-sampling and oil-drain valve according fo DIN 42551 A31
11 [Motor unit with protection

10 [Marshalling box in IP55

9 |Liffing hooks

8 |Handle crank for manual regulation of fthe ASC

7 |Ground sfud M12 (N°2 at opposite side of the fank)
6 |Ground sftud M12

5 |Filling pipe 2" Gas

L |Draff hooks

3 |Auxiliary ferminals profection

2 |Anchorage hooks

1 |(RIS) Integrated safety device
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i Aggiunta coperftura cassefta ausiliari

17/0L/20 | Lapo S.

Cerefta C.

Rev Descrizione revisione Data Autore Verificatore
Titolo: Stepless Petersen Coil
Softofitolo: Overall Dimension
Lingua: EN Riferimento tecnico: Ceretta C.
=D [scala: 118 |Foglio: 272 |Tipo di documento: A Numero id: R572405

Questo disegno viene consegnato all'espressa condizione che oltre a quanto provvedono le vigenti leggi sui diritti d'autore, non venga, senza nostro consenso, ne' riprodotto ne' ceduto a terze persone o a ditte concorrenti.
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